
CRM TRA-TR

2-60 ton
Stroke 127-155 mm
700 bar
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CAP/Force STROKE MODEL SECTION VOLUME MASS DIMENSIONS (mm)

ton (kN) mm cm² cm³ kg A B C D E F G H L

10 /109 150 CRM-10/150-TRA 15.7 235 14.5 606 756 642 78 55 32 95 42 78

30 /304,3 155 CRM–30/155-TRA 40,84 648,5 38 810 - 914 965 - 1069 860 - 964 114 85 45 100 54 104

60 /613,1 155 CRM–60/155–TRA 84,23 1306 92,5 840 995 918 175 125 70 137 62 140

Different strokes and tonnages available.

• The eyelet can be used to adjust the 
extended and closed heights of the 
CRM30/75 TRA and CRM 30/155 TRA 
models.

• Construction on request of forks 
and pins, protective bellows and 
connectors or threads based on 
customer specifications.

CRM-TR

CRM-TRA

CAP/Force STROKE MODEL SECTION VOLUME MASS DIMENSIONS (mm)

ton (kN) mm cm² cm³ kg A B C D E F G G1 H L M N P

2 /25 127 CRM-2/127-TR-B-SH 3,6 46 2,9 268 395 236 48 29 19 M16x1,5 3/4" NPT 194 18 25 18 1/2"-16

5 /51 141 CRM-5/140-TR-SH 7,4 104 4,2 303 444 258 57 43 30 M28x1,5 1 1/4" NPT 220 24 25 22 2 1/4"-14

10 /108 151 CRM-10/150-TR-SH 15,7 236 9,5 299 450 259 85 55 32 M30x2 M30x2 221 25 25 25 M85x2
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